








Beim Verschrauben bitte unbedingt darauf 
achten, dass die Messingbuchsen für Senk-

kopfschrauben (8406-3MS) mit eingesetzt werden.

The brass fittings has to be assemble with the 
counter sunk bolt (8406-3MS) while screwing.

8406-3MS
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Zur Fixierung der Abdeckbleche 8414-2MS 
liegen den Beschlägen doppelseitige Klebe-

punkte, Best.-Nr. 501592, bei.

The fittings are provided with double-sided 
adhesive dots for fixing the 8414-2MS cover  

plates (art. no. 501592).

2 x pro Band
2 x per Hinge

501592,
doppelseitiger Klebepunkt
501592,
double-sided adhesive dot
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Je nach verwendetem Dichtprofil ist darauf zu 
achten, dass unterschiedliche Glasbearbei-

tun-gen zum Einsatz kommen. Achtung: alle Maße 
beziehen sich auf 8 mm Glas.

The glassprocessing differs with each kind 
of sealing profile. Caution: All measurements 

are valid for 8 mm glass thickness.

distance between the outer edge
of the side part andthe outer

edge of the shower basin 7 - 15 mm

distance between the outer edge
of the side part andthe outer

edge of the shower basin 7 - 15 mm
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with sealing profile 
8857KU0-8 with sealing profile 

8862KU0-8


