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product selection / planned glass type und glass thickness

Please fill in all fields and mark with a cross where applicable!

1341VA-M8

LSG with HSG 8,52 mm (abP)

LSG with HSG 10,52 mm (abP)

LSG with HSG 12,52 mm (abP)

units

7072VA

LSG with HSG 8,52 mm (abP)

LSG with HSG 10,52 mm (abP)

LSG with HSG 12,52 mm (abP)

units

7078VA

LSG with HSG 8,52 mm (abP)

LSG with HSG 10,52 mm (abP)

LSG with HSG 12,52 mm (abP)

units

7076VA

LSG with HSG 8,52 mm (abP)

LSG with HSG 10,52 mm (abP)

LSG with HSG 12,52 mm (abP)

units

7073VA

LSG with HSG 8,52 mm (abP)

LSG with HSG 10,52 mm (abP)

LSG with HSG 12,52 mm (abP)

units

7077VA

LSG with HSG 8,52 mm (abP)

LSG with HSG 10,52 mm (abP)

LSG with HSG 12,52 mm (abP)

units

1342VA-M8

LSG with HSG 8,52 mm (abP)

LSG with HSG 10,52 mm (abP)

LSG with HSG 12,52 mm (abP)

units

enquiry sheet point ficture KAT C

contact

company telephone

contact e–mail

customer no. project/commission
(only one balustrade per sheet)

installation location:

indoor

installation

according to test certificate (abP)

not relevant

outdoor
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bzw. 2000 mm je nach Glasaufbau 
or 2000 mm depending on glass structure
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EN

planned glass dimensions

Please fill in all fields and mark with a cross where applicable!

permissible panel formats and dimensions according to the abP

enquiry sheet point ficture KAT C
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or 2000 mm depending on glass structure
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attached sketch

rectangular format

bg x hg = mm

units

parallelogram format

bg x hg = mm

α = °

units
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