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contact

company telephone

contact e–mail

customer no. project/commission

planned glass type and glass dimensions

product selection

connection at the top connection below

LSG with FTG 21,52 mm (abP) (panel heights up to 4000 mm)

LSG with FG 21,52 mm (abP) (panel heights up to 3000 mm)*

system profile 1432E123 – ceiling mounted

2500 mm units

5000 mm units

system profile 1433E123 – front mounted 

2500 mm units

5000 mm units

system profile 7280E123RV-21-V – ceiling mounted**

l: max. 4500 mm mm

hole dimensions Ø

hole distances mm

system profile 7280E123RV-21-V – top mounted **

l: max. 4500 mm mm

hole dimensions Ø

hole distances mm

system profile 1442 – front mounted

2500 mm units

5000 mm units

system profile 1443 – front mounted

2500 mm units

5000 mm units

system profile 1440 – top mounted

2500 mm units

5000 mm Stück

system profile 1444 – top mounted

2500 mm units

5000 mm units

panel height: max. 4000 mm with LSG 
 max. 3000 mm with FG

mm

panel width: (min. = 1000 mm) mm

for ceiling-high glazing with installation according to abP 40-008-17-2*

Please fill in all fields and mark with a cross where applicable!

enquiry sheet for ceiling-high glazing 

* If a test certificate expires, a new test certificate number will be assigned.

installation location:

indoor

installation

according to test certificate (abP)

not relevant

outdoor

*(panel heights up to 3000 mm) = only with cp-system profiles and 1423/33

** system profile with short glass inset

Systemstatik für Innen- und Außenanwendungen auf Anfrage erhältlich.

for system profiles with installation according to abZ Z-70.5.242, abP 400-002-19-1* and abP 40-003-21-2*

Please fill in all fields and mark with a cross where applicable!

(only one balustrade per sheet)


	company: 
	contact: 
	cumstomer no: 
	telephone: 
	e–mail: 
	project/commission: 
	outdoor: Off
	indoor: Off
	gemäß Prüfzeugnis (abP): Off
	nicht relevant: Off
	VSG aus ESG 21,52 mm (abP): Off
	VSG aus Floatglas 21,52 mm (abP): Off
	Scheibenhöhe: 
	Scheibenbreite: 
	1432E123 - 2500 mm: Off
	1432E123 - 5000 mm: Off
	1432E123: Off
	1433E123 - 2500 mm: Off
	1433E123 - 5000 mm: Off
	1433E123: Off
	1432E123 - 2500 mm Stück: 
	1432E123 - 5000 mm Stück: 
	1433E123 - 2500 mm Stück: 
	1433E123 - 5000 mm Stück: 
	7280E123RV-21-V Deckenmontage: Off
	Deckenmontage 7280E123RV-21-V Länge: 
	Deckenmontage 7280E123RV-21-V Bohrdurchmesser: 
	Deckenmontage 7280E123RV-21-V Bohrabstände: 
	Aufsatzmontage 7280E123RV-21-V Länge: 
	Aufsatzmontage 7280E123RV-21-V Bohrdurchmesser: 
	Aufsatzmontage 7280E123RV-21-V Bohrabstände: 
	7280E123RV-21-V Aufsatzmontage: Off
	1442 - 2500 mm: Off
	1442 - 5000 mm: Off
	1442: Off
	1442 - 2500 mm Stück: 
	1443: Off
	1443 - 2500 mm: Off
	1443 - 5000 mm: Off
	1443 - 2500 mm Stück: 
	1442 - 5000 mm Stück: 
	1440: Off
	1440 - 2500 mm: Off
	1440 - 5000 mm: Off
	1440 - 2500 mm Stück: 
	1440 - 5000 mm Stück: 
	1444: Off
	1444 - 2500 mm: Off
	1444 - 5000 mm: Off
	1444 - 2500 mm Stück: 
	1444 - 5000 mm Stück: 


